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 ■  Pendant Installation Kit

Pendant Kit - Y Cable TYPE

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
  .XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

  14"  

  DIM A  

BB-1420-US & BB-1420-STUD-1US
1/4-20 Bracket Bar and Stud

Q5-410-W-500
5" White Powerfeed Canopy

HF-TIE-W
Cable Tie. 1 per foot

ES-183-SVT-W
18-3 Power Cord

SL-GHK-16
Gated Hook Sleeve

SR-1157-W
Bushing

CC-18IP-SR
2 Part Cable Coupler

ZF-15Z-XC
Cross Cable Gripper

AG-16
1/16" Galvanized
Cable

Q5-410-W
5" Canopy

Power Feed Non-Power Feed

  14"  

  DIM A  

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.
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VARIOUS
2:5 P-ELX-XCGHK-28-xxx

Cross Cable Kit
P-ELX-XCGHK-28-XXX
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